
   Fleet Specifications 

 
Buksér og Berging AS  1 (1) 
Vollsveien 4, NO-1366 Lysaker, Norway 
Phone Head Office and Stavanger Office +47 96 50 40 00 
www.bube.no 

“Boss” 
Compact tug for towage, escort and harbour assistance  

IMO Tier III with SCR system 
 

  
 

Type: Azimuth Stern Drive  Main engines: 2 x 2200 kW (CAT 3516E) 
Built: 2025   SCR exhaust cleaning 
Call sign:   Propulsion: Azimuth x 2 (Kongsberg) 
IMO no.: 9995052  Auxiliaries: 2 x 118 kW (CAT C7.1) 
Port of reg.: Florø    
Class: BV  Crane:  Palfinger PK 11001MA 1T@7,8m  
     
Tonnage: GT 304  Escort winch: 1 x 25 T pull 1st layer / 1 x 190 t 

brake holding 1st layer 
  

Speed: 12 knots  Towing winch:                1 x 30 T pull 1st layer / 1 x 179 t           
brake holding 1st layer           

Bollard pull: 75 TBP  Tugger winch: 10T 
     
Main dim.: LOA 24,40 m  Deck equipment: 1 x Towing pins 
 Bmld 12,00 m   Stern roller 
 Dmld 4,50 m    
 Oper. draft 5,50 m    
     
Fuel capacity: 50 m3  Accommodation: 4 cabins 

 

 

All the above particulars are believed to be correct, but not guaranteed 


